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Molok®Classic Light  
INSTALLATION INSTRUCTION

TRANSPORT AND HANDLING OF THE CONTAINERS

Handle the container carefully. Do not roll or drop the container. Do not lay the container on its side. Lift the container 
only from the lifting loops provided from the factory. Attach the lifting loops to a lifting chain with minimum 1500 
mm long tethers. Always lift the container vertically straight. Use of lifting beam is recommended.  
Note! After the installation, remove the lifting loops. 

CONTENTS OF DELIVERY

Main lid, lifting bag and other accessories are either factory installed, located inside the container or delivered with a 
separate pallet. If the main lid is delivered inside the container, remove it in order for it to regain its original shape.  
Possible locking parts are fastened to the lifting loop or taped to the filling lid.

 

Image 2. Distance to the eaves

INSTALLATION SITE

To allow safe collecting of waste, a sufficient clearance space 
must be provided above, and around the containers.  
Notice also branches, overhead cables etc. According to Molok 
Ltd.’s recommendation, the distance of the container from any 
permanent structures should be min. 500 mm for the container 
to function properly. If the structure includes eaves, the 500 mm 
distance must be measured from the outer edge of the eaves. 
Also take notice of the access of the emptying vehicle near the 
containers during winter conditions.

INSTALLATION

MolokClassic Light container is installed on hard ground, in a 
way that the filling lid faces the user. 

1. Remove the plastic cover that protects the containers.
2. Remove the lifting loops that were used to lift the containers 
on site.
3. Open and straighten the lifting bag before placing it in the 
container.  
Check that the bottom of the lifting bag is closed tightly, and the 
rope is placed according to the instructions.  
It is possible for the lifting bag’s closing mechanism to open dur-
ing delivery.
4. Assemble lifting bag inside the well. Place the main lid on the 
container.
5. Clean the surrounding area of installation material.

If needed, sand sacks or concrete blocks etc. can be placed inside 
the container, next to the container wall for extra weight. The 
containers can also be bolted on ground for stability. 
The method for fastening must always be selected according to 
the installation site.


